210x290mm 1k

Cadigo de producto: LDR08500

Cadigo de producto: LDR08500

Installation instructions:
- Installation only by persons with electro technical knowledge and experience.
- Not suitable for installation at locations near the sea or in other environments with a corrosive atmosphere.

1. Ensure the main power source is turned off.

2. Connect the device to the mains supply with the terminal block.

3. Make sure that the cables are connected securely to the terminals on the device.
4. When installation is finished, activate the power source and test the function.

Manual de usuario:

- La instalacion debe realizarla una persona con conocimiento y experiencia en electricidad y tecnologia.

- No adecuado para instalaciéon en lugares cercanos al mar u otros entornos con atmaosferas potencialmente
corrosivas.

I. Verifica que la electricidad esté cortada.

2. Conecta al borne del foco los cables de fase (L: marrén o negro), neutro (N: azul), y el cable de toma de | Lo L<Brown
tierra (verde o amarillo) a la electricidad. l\‘g\‘] 2 |
3. Aseglrate de que los cables estén bien conectados al aparato. LN, e NCBlued |
4. Una vez finalizada la instalacion, activa la fuente de alimentacion y comprueba que la luz funcione

correctamente.
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Si necesitas ayuda o tienes alguna sugerencia, ponte en contacto con nosotros
escribiendo a atencioncliente@123tinta.es.




